NOVAFLEX

PROVIDING HOSE & DUCT SOLUTIONS

Industrial Duct Producfg




NovaFlex has been pioneering
innovative ways to make
ducting more versatile,
dependable and competitively
priced for over 30 years.

Our patented manufacturing  technique, utilizing
“mechanical lock construction”, allows us to produce
specialized products not available from other sources.
This process combines unmatched product integrity and
durability with the flexibility to quickly meet custom
orders, large or small.

Unlike conventional methods using adhesives, our
process requires no curing and is more resistant fo
temperature and environmental extremes. The outside
metal helix also coniributes to duct sirength, durability
and scuff-resistance.

Coupled with our complete line of extruded thermoplastic
ducts, NovaFlex offers the widest selection of individual
products in the industry.

All hose and duct manufactured by NovaFlex are warranted fo be free from all defects
in material and workmanship. If is impossible fo test NovaFlex hose and duct under all
conditions fo which they might be subjected in the field. It is therefore the buyer and/
or end users’ responsibility fo test all NovaFlex hose and duct under condifions that
duplicate the service conditions prior to installation.

Shipping Terms: F.0.B. Our warehouses

Due to continvous improvements, all specifications
are subject to change without notice.

GENERAL SERVICE DUCTS

NovaFlex general service ducts
are extremely lightweight,
flexible and economical.

-
U-LOK 100

=
U-LOK 101

An extremely flexible duct with
good low temperature resistance
and chemical resistance.
Manufactured with UL94VO
approved materials.

Applications:

Dust control

Air handling

Light material handling
Fume control

Construction:

Product code: 3UL100X
Material: Polyester fabric,
Neoprene coated

Construction: Mechanical bond,
corrosion resistant helix
Diameters: 2” to 24"

Bend radius: =1.5 x |.D.
Weight: 6” I.D. =.9 Ibs/ft.
Standard length: 25 ft
Compression Ratio: 6:1.
Temperature Range: -45°F to +250°F >
Colour: Black

I.D. 2 3 4 5 6 8 10 12

Working
Pressure/PS| - 36 32 27 26 1.8 14 12
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A combination of high-quality material
and economical price provide an excellent
flexible duct. PVC coated duct provides
an alternative for wet fumes.
Applications

Dust control

Air movement

General Service

Fume control

Construction

Product code: 3UL101X
Material: Fiberglass/PVC coated
Construction: mechanical bond,
corrosion resistant helix
Diameters: 2" to 24”. Larger sizes available
Bend radius = 1.5 x |.D

Weight: 6” I.D. =.9 Ibs/ft

Length: 25ft

Compression Ratio: 6:1

Temperature range: -20°F to +250°F
Colour: Black

1.D. 2 3 4 5 6 8 10 12

Workin
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